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Feed container

High-quality containers made from 
anodized aluminum with an adjustable 
gate which are adapted to the seeds and 
five specially constructed channels provide 
perfect seed separation and fast counting 
speeds.

Contador 2 – 
Increase the efficiency of your counting processes 

 

Usage area

Maize and  
legumes

Fine seeds

	� Count and fill at high speed

	� Counting rates of up to 5000 grains/min

	� Flexible due to easily changeable feed container

	� All functions can be controlled via PC software

	� Compatible with filling station Contafill 2

Rapeseed and 
small seeds

Grain

The compact Contador 2 seed counter counts a large number of seed 
samples at high speed. Cleaned seeds such as grain, oil seeds and 
cereal legumes need to be counted in large quantities to determine the 
thousand grain weight or for field testing purposes. In many cases, only a 
small time window remains between harvesting and sowing for examining 
and preparing the samples. Contador 2 is based on the practical 
experience of the well-tried Contador seed counter. Seed laboratories 
all over the world appreciate the quick and flexible feeding container 
handling, the short transportation distance and the outstanding counting 
accuracy. The Contador 2 is the perfect solution because it counts at 
high speed and generates a minimum amount of noise. The Contador 2 
can count 1000 rape seeds in 12 seconds. This results in a time saving of 
more than 85 %. As well as rapid sample changes, the feeding container 
makes fast and flexible use for a wide range of different seeds possible, 
without having to run the conveyor section empty beforehand. This is the 
signature feature of Contador 2.



 

Function

 

SeedCount PC software
Contador 2 achieves its optimum performance as a team consisting of SeedCount and the 
Contafill 2 filling station. Series of samples are now systematically filled and documented. 
The number of bags and the required number of seeds are either specified „manually“ or 
read in from table files during automatic operation. Heterogeneous counting lists from the 
test planning can be processed within a very short time in this way. A label printer prints 
out information such as the testing location, the plot and the number of seeds. The user 
merely has to remove the bags, fit empty bags and stick on labels.

The feeding container is fitted to Contador 2 and filled with 
the sample. The electronics detect the container and select 
the best possible parameters. After preselecting the counting 
quantity, a magnet holds the feeding container and the 
vibration unit makes it vibrate. A special counting and control 
algorithm provides an optimum supply of seeds in order 

to achieve fast counting speed and high counting accuracy 
at the same time. Five highly sensitive laser light barriers 
with an integrated air supply record every individual seed 
precisely. The infeed and sensitivity parameters can also be 
set individually and stored in their own configuration.

 

Design
Contador 2 is two-thirds lighter and more compact for flexible 
deployment. The feeding container, the conveyor channels 
and the feeder plate are made from anodized aluminum. 
Container no. 1 is designed to hold a volume of 240 cm³. With 
rape seed, this corresponds to a quantity of approximately 
45,000 seeds. With wheat (container no. 2) this corresponds 

to approximately 4,500 seeds. An automatic sample feeder 
is optionally available for providing larger sample quantities. 
Contador 2 is equipped with a serial RS232C connection to 
the PC and a Contafill 2 interface, to which the filling station 
can be connected.

Operation

Press „Start“, and Contador 2 starts to count. 
As well as three function keys, PC software 
can control the entire counting process and 
transfer the current counter status.

 

Technical data
Product Voltage Output Dimensions Weight Item number

Contador 2 115-230 V, 50/60 Hz 24 VA 404x169x186 mm 4.5 kg 1410 0019

SeedCount 1410 0320

Container Products Container volume Orientation value grain size Item number

1 Rapeseed/small seeds 240 cm³ Ø < 3 mm 2410 0301

2 Grain 270 cm³ Ø < 6 mm 2410 0302

3 Maize/legumes 260 cm³ Ø < 10 mm 2410 0303

4 Fine seeds 230 cm³ Ø < 2 mm 2410 0304

Counting speeds Contador 2 (orientation values):
Container Product Grains/min Duration/1000 grains Ø Deviation

1 Rapeseed 5000 12 s 0.1 %

2 Wheat 2400 25 s 0 %

3 Maize 1200 50 s 0.4 %

4 Lavender 1400 45 s 0.1 %

Counting speeds mit Contafill 2 (orientation values):
Container Products Bags/min@1000 grains Duration/bag

1 Rapeseed 3 20 s

2 Wheat 2 30 s

4 Lavender 1 60 s

Containter Products Bags/min@500 grains Duration/bag

3 Maize 1 50 s



Pfeuffer: Technology for  
professional quality evaluation
As an internationally operating specialist for sampling and grain measuring tech-
nology, we have more than 75 years of experience in equipment for agriculture, 
trade, mills, compound feed plants, seed cultivation, malthouses and breweries.
Our product portfolio covers the entire field of grain quality control. The vertical 
integration of our company – from development and manufacturing to sales and 
the maintenance of the systems – provides you with maximum quality, precision 
and investment security.

The quality assurance of our 
construction, development 
and production is verified in 
accordance with ISO 9001:2015.

We develop, design and 
manufacture all of our products 
and systems in house.

Flugplatzstraße 70  
97318 Kitzingen, Germany

PFEUFFER GMBH

Do you have any questions and would like to receive more information?
Just call or send us an e-mail, and we would be pleased to advise you.
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info@pfeuffer.com 
www.pfeuffer.com

Tel. +49 9321 9369-0 

 

Function
Put seed into the feed container of the Contador 2. Equip 
the carousel with bags, hang up and secure. Preselect 
number of grains per bag and start the counting process. 
Filled bags can be removed from the device and replaced 
with empty bags on a continuous basis, or just ten bags 
at a time are filled. If a second carousel is equipped with 
bags, the two carousels are swapped at the end of the 
filling procedure. Because of the electronic sensor the 
Contador 2 automatically detects whether all bags are 
actually present and skips empty positions without a bag.

Contafill 2 – 
Effortless filling of small seed batches 

	� Slimline design for free access

	� For all of the most popular bags and bottles from 80 to 200 mm length

	� Number of bags and bottles can be preselected

	� Detection of missing bags or bottles

	� Continuous operation or filling stop after one circulation of the carousel

Seed counter Contador 2 
with filling station Contafill 2

Carousel equipped  
with bottles

Technical data
Product Voltage Dimensions Weight Item number

Contafill 2 24 V (via Contador 2) 520x420x345 mm 11.5 kg 1410 0060

Accessories Contafill 2
Product Item number

Base for supporting a carousel 2410 0650

Carousel for 10 filling positions 2410 0502
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